§63.7783

(c) This subpart covers emissions
from the sinter plant windbox exhaust,
discharge end, and sinter cooler; the
blast furnace casthouse; and the BOPF
shop including each individual BOPF
and shop ancillary operations (hot
metal transfer, hot metal
desulfurization, slag skimming, and
ladle metallurgy).

(d) A sinter plant, blast furnace, or
BOPF shop at your integrated iron and
steel manufacturing facility is existing
if you commenced construction or re-
construction of the affected source be-
fore July 13, 2001.

(e) A sinter plant, blast furnace, or
BOPF shop at your integrated iron and
steel manufacturing facility is new if
you commence construction or recon-
struction of the affected source on or
after July 13, 2001. An affected source is
reconstructed if it meets the definition
of reconstruction in §63.2.

§63.7783 When do I have to comply
with this subpart?

(a) If you have an existing affected
source, you must comply with each
emission limitation and operation and
maintenance requirement in this sub-
part that applies to you no later than
May 22, 2006.

(b) If you have a new affected source
and its initial startup date is on or be-
fore May 20, 2003, then you must com-
ply with each emission limitation and
operation and maintenance require-
ment in this subpart that applies to
you by May 20, 2003.

(c) If you have a new affected source
and its initial startup date is after May
20, 2003, you must comply with each
emission limitation and operation and
maintenance requirement in this sub-
part that applies to you upon initial
startup.

(d) If your integrated iron and steel
manufacturing facility is not a major
source and becomes a major source of
HAP, the following compliance dates
apply to you.

(1) Any portion of the existing inte-
grated iron and steel manufacturing fa-
cility that becomes a new affected
source or a new reconstructed source
must be in compliance with this sub-
part upon startup.

(2) All other parts of the integrated
iron and steel manufacturing facility
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must be in compliance with this sub-
part no later than 2 years after it be-
comes a major source.

(e) You must meet the notification
and schedule requirements in §63.7840.
Several of these notifications must be
submitted before the compliance date
for your affected source.

EMISSION LIMITATIONS

§63.7790 What
must I meet?

emission limitations

(@) You must meet each emission
limit and opacity limit in Table 1 to
this subpart that applies to you.

(b) You must meet each operating
limit for capture systems and control
devices in paragraphs (b)(1) through (3)
of this section that applies to you.

(1) You must operate each capture
system applied to emissions from a sin-
ter plant discharge end or blast furnace
casthouse or to secondary emissions
from a BOPF at or above the lowest
value or settings established for the op-
erating limits in your operation and
maintenance plan;

(2) For each venturi scrubber applied
to meet any particulate emission limit
in Table 1 to this subpart, you must
maintain the hourly average pressure
drop and scrubber water flow rate at or
above the minimum levels established
during the initial performance test.

(3) For each electrostatic precipi-
tator applied to emissions from a
BOPF, you must maintain the average
opacity of emissions for each 6-minute
period at or below the site-specific
opacity value corresponding to the 99
percent upper confidence limit on the
mean of a normal distribution of aver-
age opacity values established during
the initial performance test.

(c) An owner or operator who uses an
air pollution control device other than
a baghouse, venturi scrubber, or elec-
trostatic precipitator must submit a
description of the device; test results
collected in accordance with §63.7822
verifying the performance of the device
for reducing emissions of particulate
matter to the atmosphere to the levels
required by this subpart; a copy of the
operation and maintenance plan re-
quired in §63.7800(b); and appropriate
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